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Engineering changes reserved.

Technische Anderungen vorbehalten.

IMRO Permanent-Magnet-Blocke sind weltweit im Einsatz.
IMRO suspended permanent magnets are used worldwide.

Uberall wo eine sichere Fisenabscheidung erforderlich ist. IMRO Permanent-
Magnet-Bldcke sind immer dort im Einsatz, wenn im Férdergut nur ab und zu
Fisen auftitt. Das Magnetsystem entfernt dabei die Eisenteileaus dem
vorbeilaufenden Materialfluss. Dabei ist es unerheblich ob die Reinigung des
Materials oder der Verschleif- und Maschinenschutz im Vordergrund stehen.

IMRO Permanent-Magnet-Backe sind mit hochwertigen Permanentmagneten
versehen. Auf die magnetischen Eigenschaften dbemehmen wir (unter normalen
Finsatzbedingungen) eine lebenslange Garantie.

IMRO Permanent-Magnet-Blicke werden dngs oder quer Gber dem Materialstrom
angeordnet. Maglich ist die Anordnung tber Forderbdndern, Vibrorinnen und
Rutschen. Im Bereich des Magnetfeldes diirfen keine magnetisierbaren
Konstruktionsteile verwendet werden, da die entstehenden Nebenpole die
Fisenabscheidung stdren.

Auswahlhinweise Selection

o Material type © Material bulk density

o Material condifion ® Material size

© Layer height of the material bulk e Size
and amount of the ferrous parts e Capacity
of the material bulk e Width of the conveyor
belt or the vibrating chute  Conveyer belt
speed ® Requested separation requirement

o Materialart @ Spezifisches Gewicht

© Materialzustand e Materialkérnung

o Schichthihe des Fordergutes e Grifle und
Menge der vorkommenden Eisenteile

o Durchsatzmenge @ Breite des Forderbandes
oder der Vibrorinne e Geschwindigkeit der
Fordereinrichtung ® Gewiinschter Abscheidegrad

Always when reliable removal of ferrous material is required. IMRO suspended
permanent magnets are used only when ferrous metal is sometimes present. The
magnet system removes the ferrous materials from the normal product flow. It
doesn’t matter here whether the cleaning of the bulk product flow or the protection
of the machine is more important.

IMRO suspended permanent magnets are produced from high-quality permanent-
magnets. We give a lifelong guarantee of the magnetic properties (under normal
operating conditions).

IMRO suspended permanent magnets can be placed in-ine (over head pulley)
or across the conveyor belt. The arrangement over conveyor belts, vibrating chutes,
or slides s possible. It s not allowed to use ferrous metal in the construction below
the magnetic field, because the side effects cause trouble with the removal of
ferrous material.
Wir fertigen auch das pas-
sende Aufnahmegestell fir

Ihren Aushebemagneten. Auf
Wunsch mit Abwurfschurre.

We also manufacture the
support for your suspended
magnet. At your request with
discharge chute.

IMRO Permanent-Aushebemagnete fir grofiere Arbeitshohen  Atremativserie (AP V-... S) fiir Elektro-Uberbandmagnetabscheider
Alternativ series (IAP V-.. ) instead of suspended electro overbelt magnets IMRO Suspended permanent magnets for larger working distances
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IAPV-120S 1200 1140 1040 1945 kg
IAPV-130 S 1300 1200 1240 1140 2120 kg
IAPV-140S| 450 1400 | bis 1340 | 1140 | 300 | 1240 | 1080 | 1030 | 335 | 430 | 50 | M20 | 2295kg
IAPV-160 S 1600 100 1540 1440 2645 kg
IAPV-180 S 1800 1740 1640 2990 kg







